SR NO PART NUMBER DESCRIPTION "D" "G" "L" "F" "Cc" "R" "T" ULTIMATE STRENGTH (LBS)
1 AR5836 5/8" x 3'6" ANCHOR ROD 14.3 1027.4 1067 | 254 @ 24.5 2.4 43/64" - 11 UNS-2A 16,000
2 AR5807 5/8" x 7' ANCHOR ROD 14.3 2082.9 | 2122.5 254 245 2.4 43/64" - 11 UNS-2A 16,000
3 AR3436 3/4" x 3'6" ANCHOR ROD 17.5 1027.4 1067 | 31.2 @ 34.5 5.6 1"-8 UNC - 2A 23,000
4 AR3407 3/4" x 7' ANCHOR ROD 17.5 2082.9 | 21225 31.2 345 5.6 1"-8 UNC - 2A 23,000
5 AR1036 1" x 3'6" ANCHOR ROD 23.8 1027.4 1067 | 31.2 @ 34.5 5.6 1"-8 UNC - 2A 36,000
6 AR107 1" x 7' ANCHOR ROD 23.8 2082.9 | 21225 31.2 345 5.6 1"-8 UNC - 2A 36,000
7 AR1036-H 1" x 3'6" ANCHOR ROD HIGH STRENGTH & 23.8 1027.4 1067 | 31.2 @ 34.5 5.6 1"-8 UNC - 2A 50,000
8 AR107-H 1" x 7' ANCHOR ROD HIGH STRENGTH 23.8 2082.9 | 21225 31.2 345 5.6 1"-8 UNC - 2A 50,000
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